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PARTIAL
FIRST FLOOR PLAN

NOTE: ALL DECK MEMBERS & ASSEMBLIES TO CONFORM TO
CURRENT BUILDING CODE

SELECTED PAVERS OVER 4" SLAB WITH PERIMETER

HAUNCH FLUSH TO GRADE W/ 66 x 88 WWM. OVER 4"

COMPACTED GRAVEL. LOCATE SLAB A MINIMUM OF 12
BEHIND FACE OF LOWEST RISER FOR STRINGER SUPPORT

6.C. LOCATE PIER & POST TOWARDS (3) PT. 2X12 GROER|DROPPED ABOVE

INTERIOR AS TO CONCEAL W/ LATTICE.

C
PaN

' 127 0C.
DECK JOISTS ABOVE
CANTILEVER JOISTS 24"

131_0u

G.C. TO REMOVE 4" OF EXISTING
GROUND COVERING BELOW PROPOSED
DECK AND INSTALL CLEAN STONE OVER
FILTER FABRIC (WEED BLOCK)

ALL DIMENSIONS ARE OF FINISHED
DECK ABOVE, G.C. SHALL INSET 6
POSTS & FOOTINGS AS REQUIRED
FOR PROPOSED FINISHED

EX. ACCESS

EX. ACCESS

(ALIGN WIDTH WITH STAIR).

NEW P.T. 6" SQ. POST ON SIMPSON ADJUSTABLE
STANDOFF POST BASE ABE44/ABE44R (SIZED AS

REQUIRED) AND INSTALLED AS PER
MANUFACTURERS RECOMMENDATIONS.

1’4" DIA. x 3'-6" DEEP 3500 PSI CONCRETE
FOOTING WITH 8" HIGH EXPOSED, 8" DIA.
FORMED TOP TAMPED FLAT READY FOR POST
W/ SIMPSON AB ADJUSTABLE POST BASE.

(2) P.T. 2 x 10 (UNLESS OTHERWISE NOTED) RIM
JOIST THROUGH BOLTED EVERY 16" AND
STAGGERED W/ 1/2” DIA. STAINLESS STL. BOLT,
WASHER, & NUT ASSEMBLIES. (TYPICAL)

DIMENSIONS.

P.T. 2 X 10 LEDGER FASTENED TO HOUSE, SEE
DETAL 1 ON SHEET T-1 FOR MORE INFO.

PROVIDE GALVANIZED SIMPSON HANGERS
(SIZE AS REQUIRED) AT ALL REQUIRED

LOCATIONS.

PARTIAL
FOUNDATION PLAN

NOTE: ALL DECK MEMBERS & ASSEMBLIES TO CONFORM TO
CURRENT BUILDING CODE

LOWER FLR.

\/EXISTING ASPHALT
ROOFING (TYP)

EXISTING
CHIMNEY

EX.

EX.

\/ EXIS

\/ EXISTING VINYL
SIDING

CUT AND PATCH SIDING AS REQUIRED TO
INSTALL NEW DOOR.

HANDRAIL REMOVED FOR CLARITY

3'-0" HIGH GUARD RAIL BY TREX, SIGNATURE
SERIES ALUMINUM RAILING. WHITE NEWEL
POSTS WITH BLACK BALUSTERS. ALL
HANDRAIL COMPONENTS TO COMPLY WITH
BUILDING CODE. (TYPICAL)

1 X 12 FASCIA BOARD

LATTICE W/ PERIMETER FRAMING.
PROVIDE ONE LATTICE PANEL ABLE TO
BE REMOVED TO PROVIDE ACCESS

i
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REAR

ELEVATION

/\E

XISTING ASPHALT
ROOFING (TYP)

/\ EXISTING VINYL
SIDING

BELOW DECK. COORDINATE PANEL IN
FIELD W/ OWNER.

\/ EXISTING VINYL
SIDING

PARTIAL

RIGHT SIDE BELEVATION

3’0" HIGH GUARD RAIL BY TREX,
SIGNATURE SERIES ALUMINUM RAILING. WHITE
NEWEL POSTS WITH BLACK BALUSTERS. ALL
HANDRAIL COMPONENTS TO COMPLY WITH

BUILDING CODE. (TYPICAL)

NEW STAIR TO MATCH DECKING AS
SELECTED B.0. W/ RISERS TO BE
EQUALLY RISED. VERIFY IN FIELD.

LATTICE W/ PERIMETER FRAMING.
PROVIDE ONE LATTICE PANEL ABLE TO
BE REMOVED TO PROVIDE ACCESS
BELOW DECK. COORDINATE PANEL IN

FIELD W/ OWNER.

3'-0" HIGH GUARD RAIL BY TREX,
SIGNATURE SERIES ALUMINUM RAILING. WHITE
A NEWEL POSTS WITH BLACK BALUSTERS. ALL
HANDRAIL COMPONENTS TO COMPLY WITH
BUILDING CODE. (TYPICAL)

TREX TRANSCEND COMPOSITE
DECKING, ISLAND MIST COLOR. G.C.

TO INSTALL PER MANUFACTURERS
INSTALLATION INSTRUCTIONS.

P.T. 2 x’s CANTILEVERED
SEE PLAN FOR SIZE

NON—-CONTINUOUS BLOCKING (POST TO
POST) AS REQUIRED TO PULL LATTICE

3/8" GALV. NUT, BOLT & J

WASHER ASSEMBLY STAGGERED
EVERY 24", 2" FROM EACH EDGE.

6 x 6 P.T. POST

SIMPSON AB ADJUSTABLE

POST BASE

ABOVE GRADE

8” x 8" CONCRETE PIER‘\

//

PANELING BEYOND CONC. CURB BELOW

1 x FASCIA
P.T. RIM JOISTS, SEE PLAN

LATTICE W/ PERIMETER FRAMING
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LOT 19
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